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Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 480 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE500 Ethanol Burner PRO
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DFE500 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 480 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 580 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE600 Ethanol Burner PRO
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DFE600 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 580 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 680 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE700 Ethanol Burner PRO
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DFE700 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 680 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 780 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE800 Ethanol Burner PRO
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DFE800 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 780 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 880 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE900 Ethanol Burner PRO
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DFE900 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 880 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 980 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE1000 Ethanol Burner PRO



2

950

25
0

50
0-

70
0

1000

200

220

980

22
0

A) 240
B) 285

3

A) 240
B) 285

A) 240
B) 285

1000

950

DFE1000 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 980 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 1080 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE1100 Ethanol Burner PRO
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DFE1100 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 1080 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 1180 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE1200 Ethanol Burner PRO
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DFE1200 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 1180 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 1280 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE1300 Ethanol Burner PRO
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DFE1300 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 1280 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 1380 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE1400 Ethanol Burner PRO
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DFE1400 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 1380 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 1480 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE1500 Ethanol Burner PRO
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DFE1500 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 1480 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 1580 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.
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DFE1600 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 1580 x 220 mm
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Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 1680 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE1700 Ethanol Burner PRO
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DFE1700 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 1680 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 1780 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.
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DFE1800 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 1780 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 1880 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.
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DFE1900 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 1880 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 1980 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.
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DFE2000 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 1980 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 2080 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.
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DFE2100 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 2080 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 2180 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE2200 Ethanol Burner PRO
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DFE2200 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 2180 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 2280 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE2300 Ethanol Burner PRO
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DFE2300 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 2280 x 220 mm
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1

Note before you build

1. The top plate of the fireplace and the construction box it is built into must be completely clo-
sed. So the fireplace can not get air in from below, the sides and the top. It is very important, feel 
free to call if you do not understand.

2. There must be 1 meter fireproof over the fireplace and 1 meter around the fireplace, there must 
be no combustible materials. The installation of the Ethanol fireplace and interior materials, must 
use fireproof and high temperature materials, can not be decorated with flammable materials. 
Recommended use, ”Silca 250km” or ”Skamol”, stone and metal plates.

3. Reserved installation hole is 2380 * 220mm, depth so the fireplace goes down into the hole and 
rests on its own bottom. It is very important that the fireplace is 100% horizontal!!!

4. Remember 220V wall socket is reserved for the inner right end.

5. The fire must always be upright, therefore in front of the fireplace on all open sides, there must 
be a glass at least 200mm high. This model should, for example, have 500x200x6mm on the long 
side and 300x200x6mm on the short side the fireplace must not stand in a draft or in front of an 
air heat pump that blows air on it.

6. Always only good quality bio-ethanol fuel from DesignFires.

7. If you use our ceramic wood, they should be around the fire and not over it.

8. If you use our ”Glow Fiber / Glow Flame”, they must be located where you have the fire. But 
never on the sensor. Then the fireplace stops as it is not allowed.

If all 1-8 points are not followed, then there is no guarantee and your fireplace will break.

See page 2 for blueprints and measurements.

DFE2400 Ethanol Burner PRO
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DFE2400 Ethanol Burner PRO

Power plugin 220V

Glass height 200 mm 
on all open sides

GLASS

Fireproof 1000 mm over the Fireplace

No vents at the bottom!!!

Hole size 23
80 x 220 mm
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